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Structure tower packing 

PERFORMANCE CHARACTERISTICS  
Structured Column Packing is formed from vertical sheets of corrugated thin gauge metal with the 
angle of the corrugations reversed in adjacent sheets to form an open honeycomb structure with 
inclined flow channels and a relatively high surface area. 
Material: Plastic, SS304, SS316,Alloys, Ceramic, etc. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Plastic structure packing 
Material: plastic 

Gauze Structured Packing 
Material: SS304, SS316,Alloys, 
 

Structured Mellapak 
Material: SS304, SS316,Alloys, 
 

Ceramic Structure packing 
Material: Ceramic 

 

Mist Eliminator (Demister) 
Material: SS304, SS316,Alloys,Monel 
 

Wire mesh
Material: SS304, SS316,Alloys,Monel 
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Ceramic random tower packing    Main specification： 

Name Type 
Diameter×Height×Thickness 

mm 
Surface Area

m2/m3 
Void Space

% 
Bulk Density

Kg/m3 
No.elements

n/m3 
Packing Factor 

m-1 

Rasching ring 

Φ16 16×16×3 250 66 820 178000 870 

Φ25 25×25×3 147 78 510 42000 310 

Φ38 38×38×4 100 80 458 12000 195 

Φ50 50×50×5 80 81 465 5600 156 

Φ76 76×76×9 62 75 575 1700 147 

Cross-partition ring 

Φ50 50×50×5 135 50 520 5600 1080 

Φ80 80×80×8 120 53 780 2100-2500 806 

Φ100 100×100×10 110 56 750 900-1000 626 

Φ150 150×150×15 60 58 680 270-300 308 

Rasching ring 

Φ25 25×25×3 210 73 630 36000 540 

Φ38 38×38×4 140 75 590 12000 332 

Φ50 50×50×5 100 78 520 4900 210 

Φ76 76×76×9 70 80 470 1500 137 

Intalox saddles 

Φ16 16×2×2 450 70 710 382000 1311 

Φ25 25×19×3 250 74 610 84000 617 

Φ38 38×30×4 164 75 590 25000 389 

Φ50 50×40×5 142 76 560 9300 323 

Φ76 76×57×9 92 78 520 1800 194 

Supper Intalox 

Φ25 25×19×3 160 78 530 52000 337 

Φ38 38×30×4 102 80 480 16000 199 

Φ50 50×40×5 88 81 450 7300 166 

Φ76 76×57×9 58 82 430 1600 105 

Cascade ring 

Φ25 25×15×3 210 73 650 72000 540 

Φ38 38×23×4 153 74 630 21600 378 

Φ50 50×30×5 102 76 580 9100 232 

Φ76 76×46×9 75 78 530 2500 158 

Conjugate ring 

Φ25 25×25×3 175 78 520 64000 369 

Φ38 38×38×4 118 80 470 14000 230 

Φ50 50×50×5 72 81 450 6300 135 
 

 
 

Plastic structure tower packing   Main specification: 

Type 
Specific Area 

m2/m3 
Void Volume 
∑m3/m3 

Bulk Density 
YP Kg/m3 

Theoreticnl Plate Number 
Piece/m2 

Per Plate
MPa/m 

Max F-factor
m/s.(kg.m)0.5

Liquid Load  
m3/m2.hr 

SB-125Y 
125 98.5 37.5 

1.0-2.0 200 3 

0.2-100 

125Y 0.8-0.9 140 3.5 

SB-250Y 
250 97 75 

2.0-2.5 300 2.6 

250Y 1.5-2.0 180 2.8 

SB-350Y 
350 95 105 

3.5-4.0 200 2.0 

350Y 2.3-2.8 130 2.2 

SB-500Y 
500 93 150 

4.0-4.5 300 1.8 

500Y 2.8-3.2 180 2.0 
 

 
 

Metallic Structure tower packing    Main specification: 

Name Type 
Surface Area 

m2/m3 
Void Fraction 

% 
Bulk Density

㎏/m3 
Wave Height

mm 
Theoreticnl Plate Number

Piece/m2 
Per Plate 
△PPa/m 

Max.F-factor 
m/s.(kg.m)0.5 

Perforated & corrugated plate 125 125 98 85-100 25.4 1-2 150 3 
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250 250 97 170~200 12.5 2-3 200 2.6 

350 350 94 240~280 9 2.0-2.5 300 2.0 

500 500 92 360~400 6.3 4-5 180 1.8 

Pricked & Corrugated plate 

250Y 250 97 85~100 12.5 2.5-3.0 300 2.6 

700Y 700 85 240~280 4.5 5.0-7.0 900 1.6 

500Y 500 93 170~200 6.3 3.0-4.0 200 2.1 

Corrugated Plate gauze 
SW-1 650 91.6 140 4.5 6-8 260-460 1.4-2.2 

SW-2 450 95.5 360 6.5 4-5 220-240 1.6-1.8 

Corrugated Wire gauze 

250(AX) 250 97 70 12.5 2.5-3.0 25-120 2.5-3.5 

500(BX) 500 95 140 6.3 4-5 200 2.0-2.4 

700(CY) 700 87 180 4.5 8-10 670 1.5-2.0 
 

 

Ceramic structure tower packing  Main specification： 

Type 
Suface Area 

m2/m3 
Void Fraction 

kg/m3 
Bulk Density 

kg/m3 
Wave Height 

mm 
Wave Span

mm 
Thickness

mm 
Theoreticnl Plate Number

Piece/m2 
Max.F-factor 

m/s.(kg/m3)0.5 
Per Plate 
△PPa/m 

450 450 75 520-550 6.0±0.5 12±0.5 1.0-1.3 3-4 1.8-2.0 200-250 

400 400 76 500-520 7.0±0.5 14±0.5 1.0-1.3 2.8-3.2 2.0-2.2 180-260 

350 350 78 480-520 8.0±0.5 16±0.5 1.2-1.5 2.5-2.8 2.2-2.6 200-260 

250 250 82 420-450 11.0±0.5 22±0.5 1.2-1.5 2.3-2.5 2.6-2.8 220-280 

160 160 86 350-380 17.0±0.5 34±0.5 1.5-2.0 1.8-2.0 2.8-3.0 250-300 

125 125 87 300-350 23.0±0.5 42±0.5 2.0-2.5 1.5-1.8 3.0-3.2 280-350 

100 100 90 220-250 30.0±0.5 50±0.5 2.0-2.5 1 3.5 250-300 
 

 


